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ReWiSo

ReWiSo is the compact sun shading controller for the new installation and retrofitting of awnings and venetian 

blinds. The convenient radio automation solution automatically raises and lowers the sun shading system inde-

pendently of the intensity of the sun, room temperature, rain and wind. Manual control is also possible.

The ReWiSo consists of a weather station and a mains-dependent, battery-operated radio operating unit. 

Every popular awning or venetian blind drive can be connected up. With venetian blinds, the system can also be 

programmed to open the slats at specific angles (reversal). If multiple drives are to be controlled, this can be done 

by means of a group control relay.

Using the internal temperature lock, the sun's heat can be used to achieve the desired room temperature (e.g. in 

winter). Only when the temperature is exceeded, the sun shading system is lowered. This also makes the ReWiSo a 

real energy saver!

The compact controller for awnings and venetian blinds

ReWiSo radio operating 
unit is shown

ReWiSo weather 
station is shown
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•• Small, compact weather station with innovative ceramic technology:  
No moving mechanical parts that are susceptible to faults

•• Comprehensive automated functions by means of the evaluation of readings 
for rain, wind, temperature and sun

•• Direct cabling between the sensor and drive

Overview of advantages  

Technical specifications
Item number 2696
Radio frequency 868.2 MHz
Operating unit
Operating voltage 2 x 1.5 V batteries
Ambient temperature -10° C to +50° C
Relative humidity max. 80%, rel. humidity, prevents condensation
Dimensions (W x H x D) approx. 103 x 98 x 28 mm
Weather station
Operating voltage 230 V AC
Ambient temperature -30° C to +60° C
Dimensions (W x H x D) approx. 96 x 77 x 118 mm
Output Loadable with max. 1000 w, fused with T 6.3 A micro fuse
Heating rain detector approx. 1.2 w
Temperature sensor measuring range -40° C to +80° C
Temperature sensor resolution 0.6 °C
Solar sensor measuring range 0 to 150,000 Lux
Solar sensor resolution 1,000 Lux
Wind sensor measuring range 0 m/s to 35 m/s
Wind sensor resolution 1 m/s
Complies with the European Low Voltage Directive and EMC Directive

•• Mains-independent, mobile operating unit: 
Communicates via radio with the weather station

•• Simple menu-driven programming on the display

•• Weather data, alarm and mode shown on the display

•• Factory pre-setting enables the system to be set up simply and easily

Radio operating unit

Weather station

ReWiSo
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ReWiSo function

2697-01
Small articulated arm for 
weather station, white, 
inclusive of screws

2697-02
Large articulated arm for 
weather station, white, 
inclusive of screws

2697-03
Jubilee clamps, 2 no. 
Diameter 40 to 60 mm

2750
Multiple control relay for 
group control

2751
Multiple control relay for 
group control, for instal-
lation on a DIN rail

ReWiSo accessories

secure cable connection to the drive
Drive

Weather station

Power supply
230 V

Radio operating 
unit

Radio link
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Notes
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RADEMACHER 
Geräte-Elektronik GmbH & Co. KG

Buschkamp 7
46414 Rhede
Germany

Telefon +49 2872 933-171
Telefax +49 2872 933-251
info@rademacher.de

Service
Telefon +49 2872 933-174
Telefax  +49 2872 933-253
service@rademacher.de

www.rademacher.de
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